
RELAÇÃO DO AÇO

V1 V2 V3
V4 V5 V6
V7

AÇO N DIAM QUANT C.UNIT C.TOTAL
(mm) (cm) (cm)

CA60 1 5.0 221 139 30719
2 5.0 330 122 40260
3 5.0 2 137 274
4 5.0 28 120 3360
5 5.0 6 corr 6060
6 5.0 24 corr 24600
7 5.0 4 125 500
8 5.0 6 corr 1548
9 5.0 6 corr 5688

CA50 10 6.3 6 1013 6078
11 6.3 24 1025 24600
12 6.3 6 258 1548
13 6.3 6 948 5688
14 8.0 3 116 348
15 8.0 7 165 1155
16 8.0 2 235 470
17 8.0 4 170 680
18 8.0 20 230 4600
19 8.0 27 133 3591
20 8.0 4 128 512
21 8.0 3 258 774
22 8.0 1 155 155
23 8.0 2 380 760
24 12.5 1 202 202
25 12.5 1 252 252
26 12.5 2 325 650
27 12.5 6 185 1110
28 12.5 7 265 1855
29 12.5 12 315 3780
30 12.5 8 270 2160
31 12.5 20 340 6800
32 12.5 10 180 1800
33 12.5 1 153 153
34 12.5 3 258 774
35 12.5 1 168 168
36 12.5 3 263 789
37 12.5 1 260 260

RESUMO DO AÇO

AÇO DIAM
(mm)

C.TOTAL
(m)

PESO + 10%
(kg)

CA50 6.3 379.1 102.1
8.0 130.4 56.6

12.5 207.5 219.9
CA60 5.0 1130.1 191.6

PESO TOTAL
(kg)

CA50 378.6
CA60 191.6

Volume de concreto (C-30) = 15.95 m³
Área de forma = 53.35 m²
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RELAÇÃO DO AÇO

V15

AÇO N DIAM QUANT C.UNIT C.TOTAL
(mm) (cm) (cm)

CA60 1 5.0 37 139 5143
2 5.0 55 122 6710
3 5.0 4 120 480
4 5.0 2 148 296
5 5.0 6 corr 6156

CA50 6 6.3 6 1032 6192
7 8.0 3 133 399
8 8.0 1 170 170
9 8.0 2 230 460

10 8.0 1 160 160
11 8.0 2 235 470
12 8.0 3 121 363
13 12.5 1 180 180
14 12.5 2 265 530
15 12.5 2 340 680
16 12.5 1 185 185
17 12.5 2 315 630
18 12.5 1 208 208
19 12.5 1 258 258
20 12.5 2 341 682

RESUMO DO AÇO

AÇO DIAM
(mm)

C.TOTAL
(m)

PESO + 10%
(kg)

CA50 6.3 61.9 16.7
8.0 20.2 8.8

12.5 33.5 35.5
CA60 5.0 187.8 31.8

PESO TOTAL
(kg)

CA50 61
CA60 31.8

Volume de concreto (C-30) = 2.68 m³
Área de forma = 8.95 m²
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